TECHNICAL INFORMATION SHEET

VENUE:        



RAMOR THEATRE VIRGINIA

Address:    



Main St. Virginia Co Cavan

Telephone:



049 8547074/8548270

Management Contact:


Mary Hanley 087 8079473

Contact for Access:


Pat Sharkey 087 2669542
Technical Manager:


Eoin Daly 086 8964388
AUDITORIUM:

Seating Capacity:


200
Dimensions



13.5 x 9.7 wide

Seating Type                       
14 straight rows of upholstered tip up seats. 41 tread with 14 step. 14 seats per row with centre aisle between No 7 and 8.

Disabled Access
To front house left via double doors from outside.

Disabled Seating

Locations
Front row, 1 permanent. All front seats are removable in groups of 2 and 3.

Floor Type
Carpet over concrete

Heating Type
Blown air

Air Handling
Blown air

Acoustic Performance
Excellent

FORMAT OF THEATRE:

FORMAT
STALLS

Proscenium
200
STAGE DIMENSIONS:

Proscenium Height
4.45m

High Point


Proscenium Width
6.4m

Stage Depth
7.5m

Apron/Extension
900mm

Stage Width
9.1m

Height of Stage
8.15m

Max. Performance Area
69m sq.

Grid Height
4.5m

Stage Floor Material
Ply wood painted black
Stage Left Wing Area
1m approximately

Stage Right Wing Area
1.6m approximately

Stage Crossover
None, Please contact to make arrangements.
Dock Door Openings
1.51 x 2.33 high

Truck Access to Dock 

Door
Large cobbled area suitable for any sized truck.

Travel Distance from 

Dock
6.2m

SOUND:

Mixing Desk
Spirit 1x 7, 12 channel mixer

Power Supply
13A

Visiting Power Supply
13A SR

Amplifiers:

Quantity
Make
Output

      4
alesis
400w

Loudspeakers:

Quantity
Make
Output
Location

      6
EV



2 foh 4 on stage

CD Machine

Quantity
Model

1 
Tascam CD 160
Mini-Disc

Quantity
Model

1 Denon DMP 1000

2 Tascam MD 350

Cassette Player

Quantity



Model

1 single deck



Denon DRM 550

Outboard Effects

Quantity



Model

32 band graphics


Alesis

Digital reverb unit


Alesis

Graphic Equalisers

Quantity



Model

     3                                             

SM 58

     3                                              

Crown pcc 160

MIC Patch



Patch bay DSR. 12/4

Speaker Out-Lets

SSO#




Location

                                                          4 on stage, 2 FOH.

Cables

Quantity

Microphone and  15amp cables of varying lengths
Communication  system:

Head-Sets

Single Muff



2 with head sets

Intercom Master


Canford MS 721

Show Relay Speakers

SRS




Location

SRS # 1




Through head sets

DRAPES:

Size H x W

6 x black legs, 6.2m x 1.2m

3 x black borders. 7m x 1.2m

ACCOMMODATION:

Dressing Rooms

F/L                Billet    Shower   Basin   W/C   Rail  

 2 SL 

1 on                8 each    Yes         Yes      Yes    Yes

stage level

1 up stairs

LIGHTING:

Lighting Circuits

Location                           
 Circ. No.        Connector Type

On stage in 4 groups 

Of 8
32


15A

On stage dips
  6


15A

FOH
10


15A

Dimmer Circuits

Dim. Cap.
Qty


Location

2.5w
 48


 SL

Lighting Bars

Quantity           Length
Circuit

    Connector   
          Location

 6 on stage         9m approx.                       
32

            15A                


FOH steel gantry                
From stage 

   
Edge; Horiz’3.1m        10

                                            
 Vert’ 6.39m.

                                              
Direct 7.12m

Visiting Power Supply      
 DSL for temporary racks

Control Desk                        
E.T.C. Congo JNR
Lantern Stock

Quantity
Lantern

12
ADB Warp 15/30 Profiles

4
16/30 650w profiles

  8
1000 w floods

19
650w fresnels

10
1000 w parcans
Cables

Quantity
Length

Number of mains cabling of varying lengths.
House Lighting:

Dimmer Type
Non dimmable

Controller
Switch

On-Stage Workers

Switch
2 Halogen floods which take a few moments to heat up.On Stage Workers

Switch
DSL

Auditorium Working

Lights Type
Control Room

Blue Light On Stage
No

Control Points:

Circuit
Location

Control Room

CONTROL ROOM

Location in Auditorium
Rear house left

Size
3.30 x 3.50 deep

Window Openings
2.40w x 1.14

Show Lighting
Desk lamps

General Lighting
Fluorescent strip

Work-tops
Limited

Access to Stage
Through upper level dressing room

Access to Auditorium
At rear

